MATERIAL SAFETY DATA SHEET

SECTION 1: CHEMICAL PRODUCT 

PRODUCT INFORMATION:                                               

REGISTERED TRADE NAME:             PHENOLIC FOAM PRE-INSULATED BOARD
TRADEMARK:                          PHENOLIC FOAM PRE-INSULATED BOARD PRODUCT DESCRIPTION:                PHENOLIC FOAM PRE-INSULATED BOARD
SECTION 2: COMPOSITION/ INFORMATION ON INGREDIENTS

Unlisted ingredients are not “Hazardous” per the Occupational Safety and Health Administration Hazard Communication Standard (29 CFR 1910.1200) and /or are not found on the Canadian Workplace Hazardous Materials Information System ingredient disclosure list. 

	Chemical Name  
	PERCENT

	phenol
	40

	formaldehyde
	50

	Assistant agent
	10


SECTION3: HAZARDS IDENIFICATION 

EMERGENCY OVERVIEW 

Noncombustible


Will not cause eye irritation 

Will not cause skin irritation

No respiratory tract irritant 

Harmful if swallowed 

POTENTIAL HEALTH EFFECTS BY ROUTE OF ENTRY

EYE: Will not cause eye irritation

Skin: Will not cause skin irritation

INHALATION: Can cause moderate respiratory irritation. Inhalation of dusts produced during cutting and installation this product may cause irritation of the respiratory tract.

INGESTION: Ingestion is not an anticipated route of exposure. Harmful if swallowed. Irritating to mouth, throat, and stomach.

LONG-TERM (CHRONIC) HEALTH EFFECTS

TARGET ORGANS: None.

REGULATED CARCINOGEN STATUS:
Unless noted below, this product does not contain regulated levels of NIP, IARC, ACGIH, or OSHA listed carcinogens.

EXISTING HEALTH CONDITIOS AFFECTED BY EXPOSURE: None
SECTION 4: FIRST AID MEASURES 

IF DUSTS IN EYES: Immediately flush eyes with plenty of water for at last 5 minutes retracting eyelids often. Get immediate medical attention if the situation is not improved.

IF DUST ON SKIN: Wash with water.

IF SWALLOWED: Seek medical attention immediately.
SECTION 5: FIRE FIGHTING MEASURES 

The product is noncombustible. If the other articles around it catch fire, use water spray, foam, dry 

chemical or carbon dioxide as extinguishing media.

SPECIAL FIRE FIGHTING INSTRUCTIONS:  Persons exposed to articles of combustion around the product should wear self-contained breathing apparatus and full protective equipment.

HAZARDOUS COMBUSTION PRODUCTS: This product is noncombustible and gives out no hazardous gases.

Avoid long time exposition of the products outdoors (less than 80 days), otherwise the edge of the panel will be air slaked and the insulation performance and strength will be affected.
SECTION 6: ACCIDENTAL RELEASE MEASURES

SPECIAL PROTECTION: No health effects expected from the cleanup of this material if contact can be avoided follow personal protective equipment recommendations found in Section 8 of this MSDS. Evaporation of volatile substances can lead to the displacement of air creating an environment that can cause asphyxiation.

SECTION 7: HANDLING AND STORAGE 

Handling: Handle in a cool, dry, ventilated location, wearing general respirator for labor insurance sake.
Storage: Store in a cool, dry, ventilated location. Keep away from the insolation of sunlight and high temperature. Avoid long time exposition of the products outdoors (less than 80 days), otherwise the edge of the panel will be air slaked and the insulation performance and strength will be affected.

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 

SKIN PROTECTION：When moving or handling this product, wear gloves to avoid scratch caused by the edge of panel.
RESPIRATORY PROIECIION:     Respiratory protection may be required to avoid the dusts when handling this product. Use a respirator if general room ventilation is not available or sufficient.

EXPOSURE LIMITS

	Chemical Name 
	ACGIH EXPOSURE LIMITS
	AIHA WEEL 

	Free Formaldehyde
	Not established 
	Not established

	Foam Dust
	Not established
	Not established


SECIION 9: PHYSICAL AND CHEMICAL PROPERTIES                                    

PHYSICAL STATE:                      Solid foam

COLOR:                             White, brown, yellowish, gray 
ODOR:                                           None

DENSITY:                                     50~60kg/m3

CORE MATERIAL (% by weight):       MORE THAN 95% 

PH VALUE:                                   7

COMBUSTIBILITY PROPERTY:   CLASS O (AS PER BS 476 PARTS 6 & 7)

COMPRESSING STRENGTH：≥0.56MPa

BENDING STRENGTH：           ≥1MPa 

VOLUME WATER ABSORPTION（V/V）%：       ≤1.9

THERMAL CONDUCTIVITY:                    ≤0.02W/(m.k)

FREEZING/MELTING POINI (deg C):        Not established

FLAME CHARACTERTISTIC: Noncombustible, Auto-extinguishing when flame is moved away.

SPREAD OF FLAME:       Maximum Distance traveled of Flame:    ≤50mm per 1.5  minute.

SECIION 10: STABKLIIIY AND REACTIVITY                       

SIZE STABILITY:  

TEST CONDITION                                       DISTORTION

-40℃±2℃             After 7 days                       ≤2mm  

70℃±2℃              After 7 days                       ≤2mm

130℃±2℃             After 7 days                       ≤2mm 

STABILIITY:                                                 Stable under normal conditions

CHEMICAL INCOMPAIIBILIIY:                No oxidizing agents 

HAZARDOUS POLYMERIZATION:          Will not occur 

HAZARDOUS DECOMPOSIIION PRODUCIS:       Carbon monoxide containing gases

SECIION 11: TOXICOLOGICAL INFORMAIION                            

	CHEMICAL NAME 
	LD50/LC50

	Free Formaldehyde
	Not established 


TOXICOLOGY SUMMARY:  No additional health information available

SECIION 12: ECOLOGICAL INFORMATION                               

OVERVIEW: No ecological information available 

SECIION 13: DISPOSAL CONSIDERATIONS                               

This product meets the definition of hazardous waste under the U S EPA Hazardous Waste regulations 40 CFR 261.  Disposal via incineration is recommended.  Consult your state, local, or provincial authorities for more restrictive requirements.

SECTION 14: TRANSPORTATION INFORMATION                                                                         

Consult Bill of Lading for transportation information. 

SECTION 15: ADDIIIONAL INFORMAIION                                                    

This Material Safety Data Sheet is prepared to comply with the United States Occupational Safety and Health

Administration (OSHA) Hazard Communication Standard (29 CFR 1910 1200) and the Canadian Workplace

Hazardous Materials Information System (WHMIS)
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