Product Specifications
Product Specifications
1. [image: image2.emf]EPS Sandwich Panel: 4.5mm calcium silicate board as face panel, cement and EPS composite material as its core. 

	Size  (mm)
	Weight /m2
	Wall Type
	Price /m2

	2270x610x60
	45kg ± 5kg 
	Interior
	$45.00

	2270x610x75
	50kg±5kg 
	Interior
	$52.50

	2270x610x90
	55kg±5kg 
	Interior
	$60.00

	2270x610x120
	70kg±5kg 
	In & Ex
	$75.00

	2270x610x150
	90kg±5kg 
	Exterior
	$90.00

	2270x610x180
	105kg±5kg 
	Exterior
	$105.00


2. [image: image3.emf]EPS Hollow Panel: made from cement and EPS polystyrene, without face panel, the hole takes 36% in cubage.

	Size  (mm)
	Weight /m2
	Wall Type
	Price /m2

	2270x600x90
	45kg±5kg 
	Interior
	$55.00

	2270x600x120
	55kg±5kg 
	In & Ex
	$70.00


3. EPS Solid Panel: made from cement and EPS polystyrene without face panel. 
	Size  (mm)
	Weight /m2
	Wall Type
	Price /m2

	2270x600x90
	50kg±5kg 
	Interior
	$57.50

	2270x600x120
	60kg±5kg 
	In & Ex
	$72.50
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Performance Indices

	No
	Items
	      National Standards 

     (Chinese)
	                                                
	   
	 
	     Testing Indexes
	 
	 
	 

	 
	 
	 
	
	 
	    Sandwich Panel
	     Solid Panel
	 
	           Hollow Panel

	 
	 
	60mm
	90mm
	120mm
	60mm
	90mm
	120mm
	60mm
	90mm
	120mm
	60mm
	90mm
	120mm

	1
	Anti impact 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	performance/times
	≥5
	≥5
	≥5
	≥8
	≥10
	≥15
	≥6
	≥8
	≥10
	≥5
	≥8
	≥10

	2
	Anti bending damage
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	load/times over
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	dead weight
	≥1.5
	≥1.5
	≥1.5
	≥3
	≥3
	≥3
	≥2
	≥2
	≥2
	≥2
	≥2
	≥2

	3
	Anti pressure strength
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	Mpa
	≥3.5
	≥3.5
	≥3.5
	≥5
	≥5
	≥5
	≥5
	≥5
	≥5
	≥6
	≥6
	≥6

	4
	Soften Coefficient
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8
	≥0.8

	5
	Surface Density kg/m2
	≥70
	≥90
	≥110
	≥45
	≥60
	≥75
	≥40
	≥50
	≥60
	≥35
	≥45
	≥55

	6
	Moisture Rate a/%
	≤12/10/8
	 
	 
	≤10/9/7
	 
	 
	≤10/9/7
	 
	 
	≤10/9/7
	 
	 

	7
	Drying Shrinkage
	 
	 
	
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	mm/m
	≤0.6
	≤0.6
	≤0.6
	≤0.45
	≤0.5
	≤0.5
	≤0.6
	≤0.6
	≤0.6
	≤0.6
	≤0.6
	≤0.6

	8
	Single Point Hanging
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	Strength /N
	≥1000
	≥1000
	≥1000
	≥1200
	≥1300
	≥1500
	≥1200
	≥1300
	≥1500
	≥1000
	≥1000
	≥1000

	9
	Sound Insulation
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	Capacity in the air /Db
	≥30
	≥35
	≥40
	≥35
	≥40
	≥45
	≥35
	≥40
	≥45
	≥30
	≥35
	≥40

	10
	Fire Proof Limit / Hours
	≥1
	≥1
	≥1
	≥3
	≥4
	≥4
	≥3
	≥4
	≥4
	≥3
	≥4
	≥4

	11
	Heat Transfer 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	Coefficient B/w/m2
	 
	 
	≤1
	≤1
	≤0.8
	≤0.45
	 
	≤0.8
	≤0.6
	 
	≤0.8
	≤0.6

	12
	Radioactivity Limit
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤0.5
	≤0.5
	≤0.5

	13
	Inner Radiation Index
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤0.5
	≤0.5
	≤0.5

	14
	Outer Radiation Index
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤1
	≤0.6
	≤0.6
	≤0.6


