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Test Report
Test No.: 010950101—030;2

Tested Company: Wuhan Daquan Energy Saving Board Co.,Ltd

ProductName:  Daquan light weight sandwich panel 75mm
Test Type: Specification Test (Security Performance)
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Test Report
Test No.: 0109B0101-03032 Page 1/5
Product Light weight Spec. Panel thickness 75mm
Name ‘Sandwich panel
Tested ‘Wuhan Daquan Energy Brand Name
| Company | Saving board Co. Ltd we

Manufacturer | Wuhan Daquan Energy | Testtype | Specification Test

Saving board Co. Ltd (Security Performance)
Sample Wuhan Daquan Energy Sampling 100 m2 |
Offered by | Saving board Co.Lid Cardinal
Sampling | Hubei Provincial Production | 2009.12
Party Supervision & Test Center | Date

| Of Construction
Engineering Quality
Sampling | Finished productinthe _ | Sampling | 2009.12.20

Place warehouse | Date
Sample 2440mmX610mmX75mm | Sample 20100320 |
Quantity 9pcs Arrial Date |
Sample Testing 2000.12.25
No. Date
Testing Fireproof perfomance
Item
Testing ‘GBIT9988-1999 <<Fireproof testing method for building component>>
| Ba
Testing
| Result
Remarks

Approved by:Shiging Liou Checked by:Hui Zhang ~ Tested by:Hua Luo
Sealed by: Hubei Provincial Supervision & Test Center Of Construction
Engineering Quality
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Test Result Overview

Test No.: 010980101-03032
Manufacturer: Wuhan Daquan Energy Saving board Co.,Ltd

Spec.: Panel thickness 75mm Page2/5
Testing tem | Testing | Technical Test Conclusion
No. Method Index Result
Fireproof
Performance
1 | Heat The other side of | 182min, The other
Insulation the sample not | side of the sample
towards the not towards the
flame flame
Theaverage | The average
temperature rise | temperature rise 240 min
<140C <t40C
The temperature | The temperature
rise limit rise limit
<t80C <180C
2 | Integrailty Set the sample
on fire without
cotton pad, or | 240min,
the flame on up to the
unexposed requirement
| surface last for
| 10s more without
[ 0 further crack
|
Remarks

Sealed by: Hubei Provincial Supervision & Test Center Of Construction
Engineering Quality
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Test Report

Test No.: 0109B0101-03032 Page3/5

Manufacturer Wuhan Daquan Energy Saving Board Co.,Ltd

Correspondance | East Lake Hi-Technology Development Zone,Wuhan,China
Address
‘Legal person Dagquan Pang Email

Telephone No. | 0086-27-87506519 Fax 0086-27-87506506

Description of sample:

The sample of Daquan Energy Saving light weight sandwich panel consist of
2440mmX610mmX75mm(4 pcs), 2440mmXS60mMX75mm(2 pes),
560mMXS60mmX75mm(1 pcs), connected into steel channel square frame.

The Daquan Energy Saving light weight saridwich panel which is made of EPS, cement

The top and bottom of sample are weld and fixed by angle steel, the joint of panels is filed
with sealant. Sample is installed vertically.

‘The external dimension of sample: 3000mmX3000mm, wall thickness: 75mm
(blank at bolow)

Sealed by: Hubei Provincial Supervision & Test Center Of Construction
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Test No.: 0109B0101-03032 Page4/5

Diagram of the fireproof component:

.
!
A ‘
| A |
|
= |
g3 |
g |
|
f o | |
& 610 e 610 e 610 o 560 3
e
o0
Diagram of section
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Test No.: 0109B0101-03032 Page5/5

Picture description:

Fireproof test component
Sealed by: Hubei Provincial Supervision & Test Center Of Construction
Engineering Quality
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Test Report

Test No.: 010980101-03031

Tested Company: Wuhan Daquan Energy Saving Board Co.,Ltd
Product Name:

Daquan light weight sandwich panel 75mm
Test Type:

Precative Test
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Test report of building component airborne sound insulation in laboratory

Precative Company: Wuhan Daguan Energy Test No.: 010980101-03031
¥ Saving Board Co.,Ltd
Sample Name :  Daquan energy saving light weight sandwich panel
= Spec.: 2440X610X75(mm) ‘Sample Quantity: 20 pes
Manufacturer:  Wuhan Daquan Energy Sample Offered Date: 2009.12.20
Saving Board Co.Ltd
Project Nam Reporting Date: 2010.03.20

Testing Basi GBJT5-84 Test Type: Precative test

Page 1/2

1. Test Brief

Our center is consigned by Wuhan Daquan Energy Saving board Co. Ltd and excuto an airborne
sound insulation test for Daguan energy savinglight weight sandwich panel in laboratory.

The sound resource room’s demension is identical as the sound impact room.
‘The measurement spots are located in three points along the length direction,
partition wall, 1.0m high.

0m away from the

door

e

Height 3.4m

sound source

© 26
20

easurement point

®

2. Testing Basis: in accordance
airborne sound. insulation measu
insulation measurement>>.

Approved by:Shiging Liou Checked by:Hui Zhang Tested by:Hua Luo

Sealed by: Hubei Provincial Supervision & Test Center Of Construction
Engineering Quality
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Test report of building component airborne sound insulation in laboratory

Test No.: 010980101-03031 Page 2/2

3. TestResult

‘The average sound pressure difference in sound source room and sound impact

Loee | s 250 500 1000 | 2000
tem

Sound pressure in
sound source room 89.1 787 |1 87 a78 | s0a
(dB)

Sound pressure in
sound impact room 65.1 452 | 486 | 563 | 459
(dB)

Sound pressure
difference (dB)
Standard sound
pressure difference | 280 | 370 | 420 | 360 | 470
@8) |

240 335 385 315 435

4. Conclusion

According to the above result and the standard of GBH21-88 <<Rules for building sound
ul

measurement>>, with tho testing approach of single-value estimation of airborne
‘sound insulation, the value of airborne sound insulation for Daquan light weight sandwich panel
is concluded as 42 dB.
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Test Report

Test No.: 0109B0101-03030
Tested Company: Wuhan Daquan Energy Saving Board Co.,Ltd
ProductName:  Daquan light weight sandwich panel 75mm

Test Type: Precative Test

Hubei Provincial Supervision| ﬂmi
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Test Report
Test No.: 0109B0101-03030 Page 1/2
Sample Name | Daquan energy saving light weight sandwich panel
= Spec. ; 2440X610X75(mm)
| Brand Daquan
| Precative Wuhan Daquan Energy Saving | Testing | Precative Test
Company Board Co.,Ltd Type
Manufacturer | Wuhan Daquan Energy Saving | Sampling
Board Co, Ltd No. |
Project Name Sampling | 2009.12.20
Date |
Sampling Warehouse | Production | 2009.12 |
Place 2 | Date
Sampling 2000 pos Sampling | In random
Cardinal | Method
Sampling 20pos Test 2009.12.25 |
Quantity Date |
Testing GBIT9978
Basis
Testing In accordance with GB/T9978,
Result Itis approved that Daquan energy saving light weight sandwich panel
Is qualified for the testing item.
Testing agency stamp.
2010.03.20
Remarks

Approved by: Shiging Liou Checked by:Hui Zhang Tested by:Hua Luo
Sealed by: Hubei Provincial Supervision & Test Center Of Construction
Engineering Quality
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Test Report
Test No.: 0109B0101-03030 Page 2/2
Testing Item National Standards | Test Result Conclusion
No.
1| Appearance Quality | Refer to the national | No face panel broken off,
standard 6.2 o crack and missing Qualified
angles
0 Lenghth 5 —1~2 Qualified
o Width +2 —1~1 Qualified
L Thickness +1 01 Qualified
E Panel
R surface <2 <2 Qualified
2 |A levelness.
N
c el <25 <25 Qualified
= curve
mm | Diagonel <6 <6 Qualified
tolerance
3 | Surface density Qualified
o <80 49
4 | Anti-bending Qualified
damage  load/Times =15 3
over dead weight
3 30kg sandbag asway
Anti-impact impacts 9 times from lailicd Oaine
performance 0.5m high, no cross
crack on panel
6 | Single Point hanging S50 No break and cross cack | Qualified
strength on panel
"y Drying Shrinkage g fied
Value <0s T
mm/m WA % % m
8 Moisture rate s
a% s “8 25010600
9 | Soften coefficient >08 d =08 Qualified
10| Anti-pressure S T Qualified
strength _Mpa

Sealed by: Hubei Provincial Supervision & Test Center Of Construction
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Test No.:

0109B80101-03033
Test Item:

Dagquan light weight sandwich panel 75mm
Tested Company:
Test Type:

Radioactivity Limit and Heat Transfer Coefficient Test

Wuhan Daquan Energy Saving Board Co.,Ltd
Precative Test
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Test report of radioactivity limit and heat transfer coeffecient
Precative Company: Wuhan Daquan Energy Test No.: 010980101-03033
% Saving Board Co, Ltd
Sample Name:  Daquan enrgy saving light weight sandwich panel
= Spec.: 2440X610X75(mm) ‘Sample Quantity: 20 pes
Manufacturer:  Wuhan Daquan Energy Sample Offered Date: 2009.12.20

Saving Board Co,Ltd

Project Name Reporting Date: 2010.03.20

cBUTS84 Test Typo: Precative test
Page 1/1
1. TestResult
No. ltem National standards | Testing | appendix
results
Thick( 75mm )
Heat transfer coefficient <2 06
| 1 bAw/m2
| |
Radioactivity <10 05
2 |
Ira <10 05
Inner radiation indexes
. g Ly
Outer radiation indexes
| % Index of thermal inertial D

2. Conclusion
The test for radioactivity limit according to the rules of GBE566, and heat transfer test comply.
with the GBIT13475 national standard, which approved qualified in tost.

Approved by:Shiging Liou  Checked by:Hui Zhang Tested by:Hua Luo

Sealed by: Hubei Provincial Supervision & Test Center Of Construction
Engineering Quality
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